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In this thesis, light transmission through a single sub-wavelength slit in a silver 
thin film with periodic gratings at the exit side of the slit has been studied in both the 
visible and mid-infrared wavelength ranges. 
In the visible wavelength range, we first investigate the enhancement of 
plasmonic light beaming efficiency by near field resonance in a subwavelength metallic 
slit-groove beaming structure. We show that by varying the film thickness and the 
separation distance of the beaming grating, the intensity of the near field can be greatly 
enhanced by resonance, which leads to the increase of the beaming efficiency. Moreover, 
we obtain a nanocavity above the nanoslit by integrating a metal nanostrip with the 
beaming structure. The resonance of this nanocavity can further enhance the near field 
intensity and improve the beaming efficiency. 
We also show that light beaming in mid-infrared is mainly controlled by “spoof” 
surface plasmons. We take account of both the dispersion relation and the phase-
matching condition of “spoof” surface plasmons to obtain good beaming efficiency. 
Through engineering the geometry of the grating structures, we can achieve the desired 
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 A.1 Scheme of the interface between two media 1 and 2  







Light scattering from an isolated aperture has been studied for decades. It is well 
known that light transmission through an isolated subwavelength aperture, such as a hole 
or a slit in an opaque screen, is usually very weak and diffracts into all the directions 
based on the classic diffraction theory [1]. In 2002, light beaming through a 
subwavelength aperture with periodic surface corrugations at the output side was 
discovered by Lezec [2]. It was experimentally demonstrated that light propagated in a 
specific direction instead of diffracting into all the directions. This phenomenon has 
attracted a lot of interests over the years since it can be used to steer light and reduce 
beam divergence beyond the usual diffraction limit in the subwavelength regime.  Early 
theoretical studies have shown that plasmonic beaming effects are closely related to the 
diffraction of surface plasmons [3]. 
Surface plasmons are electromagnetic waves that propagate in a direction parallel 
to the interface between the metal and the dielectric. According to the Maxwell’s theory, 
the dispersion relation of the propagating electromagnetic surface waves along the 








+                                                    (1.1) 
Here, ksp is the wavevector of the surface plasmons. k0 is the wavevector in the 
free space. ε1 and ε2 are the dielectric constant of the metal and the dielectric. Fig. 1.1 
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shows the dispersion relation of the surface plasmons. From the plot, we can find that the 
dispersion relation of the surface plasmons ω(k) lies to the right of the light line (blue 
line). This means that the surface plasmons have a longer wave vector than light. 
Therefore, the surface plasmons are nonradiative and will be confined to the interface 
between the metal and the dielectric. [4] 
 
Fig. 1.1 The dispersion relation of the surface plasmons 
In order to excite the surface plasmon mode on the metal surface, many methods 
have been used. One of which is using high energy electrons penetrating a thin metal film. 
[4] The wave vector together with the dispersion relation is determined by the momentum 
of the penetrating electrons. Kretschmann Geometry is also commonly used in exciting 
surface plasmon modes. [5] Fig. 1.2 shows a typical Kretschmann Geometry. When light 
is reflected at a metal surface covered with a dielectric medium e.g., with a silica prism, 
its propagation constant becomes ωn/c, instead of ω/c. Thus, the dispersion relation (Eq. 
1.1) for surface plasmons propagating on the interface of the metal and the air can be 
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satisfied between the black line and the blue line. The excitation of the surface plasmons 
here can be recognized as a minimum in the total reflected intensity.  
(a)                                                                   (b) 
Fig. 1.2 (a) Excitation of surface plamons by using Kretschmann Geometry (b) 
Dispersion curve of the surface plamons in Kretschmann Geometry 
By applying periodic gratings on the metal surface, we can also achieve the 
coupling from light to surface plasmons. Fig. 1.3 (a) shows a typical grating coupling 
structure and Fig. 1.3 (b) shows the dispersion relation of the surface plasmons in this 
situation [4]. Since the wavevector of the incident light is smaller than the wavevector of 
the surface plasmons, an additional momentum kG is needed to excite the surface 
plasmon mode. When we apply periodic grating on the metal surface, the periodic grating 
can provide the missing momentum kG for coupling the incoming light to surface 
plamons. In one dimension for instance, it can be shown that kG=2π/p, where p is the 
grating period. Strong coupling occurs at kesinθ=ksp±mkG (m is an integer). When m=1, 
the first order Bragg diffraction happens, and as m increases, we will also have high 
orders of Bragg diffraction. The phenomenon of light beaming mentioned in the 
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beginning is mainly due to the first order Bragg diffraction when we apply periodic 
gratings on the exit side surface. 
 
 
(a)                                                           (b) 
Fig. 1.3 (a) Excitation of surface plasmons by using periodic gratings. (b) The 
dispersion curve of the surface plasmons 
During the last few years, there are a lot of impressive results by use of the 
periodic grating coupling method: on-axis and off-axis beaming light from 
subwavelength apertures [6–9], light beaming using photonic crystals [10–12], and integration 
of light beaming structures with quantum cascade lasers [13-15]. It has also been shown that 
light beaming through a subwavelength metal slit surrounded with dielectric surface 
gratings can be very effective[16, 17]. Meanwhile, extraordinary light transmission through 
subwavelength apertures with periodic surface corrugations at the input side has also 
been extensively studied [18-20]. Most recently, by integrating a metal nanostrip with a 
subwavelength slit at the input side, enhanced light transmission has been observed[21, 22]. 
The near field resonance induced by surface plasmons mainly contributes to these 
phenomena.  
In this thesis, we investigate the light beaming effect in both visible and mid-
infrared wavelength range by use of COMSOL Multiphysics. In chapter II, we studied 
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the light transmission through a single subwavelength aperture with a periodic structure 
at the output side of the slit in visible wavelength range. We show that a subwavelength 
metal slit surrounded by periodic gratings at the aperture exit side can not only beam light 
into a specific direction, but also enhance the intensity of the collimated light. By varying 
the film thickness and the separation distance between the grating and the slit, the 
intensity of the near field can be either greatly enhanced or reduced, which will change 
the intensity of the collimated light in the far field. 
In chapter III, we integrate a metal nanostrip with the conventional beaming 
structure to form a nanocavity above the metal slit. Simulation results show that by 
placing the metal nanostrip on top of the slit, a nanocavity resonance can be introduced in 
the region between the nanostrip and the metal thin film. The near field intensity can be 
greatly enhanced by the resonance of the nanocavity, which will further improve the 
beaming efficiency. 
In Chapter IV, we investigate light beaming through a single slit in a silver thin 
film with periodic gratings on the output side in the mid-infrared wavelength range. We 
show that light beaming in mid-infrared is mainly controlled by “spoof” surface plasmons. 
We take account of both the dispersion relation and the phase-matching condition of 
“spoof” surface plasmons to obtain good beaming efficiency. Through engineering the 
geometry of the grating structures, we can achieve the desired near field and far field 








Since the plasmonic beaming effect was discovered by Lezec [2], the metallic slit-
groove structure has attracted a great amount of interest. According to previous research, 
it is widely believed that a periodic structure at the input side of a subwavelength aperture 
results in the enhanced light transmission, while a periodic structure at the output side of 
the aperture contributes to the light beaming.  
In fact, periodic corrugations at the aperture exit side can also lead to an 
enhancement effect due to the impact of the near field resonance. When the near field 
intensity is enhanced by resonance, more surface plasmon waves will be generated at the 
metal surface and subsequently diffracted into the far field by the grating. In this chapter, 
we investigate the plasmonic light beaming effects in visible by use of COMSOL 
Multiphysics. We show that a suitable metal film thickness and/or separation distance of 
beaming gratings of a conventional plasmonic beaming structure (Fig. 2.1(a)) can lead to 
a resonance condition and enhance the near filed intensity, which results in the increase 
of the beaming efficiency.  
2.2 Analysis of the beaming structure 
Figure 2.1 shows a typical plasmonic beaming structure in a thin silver film. 
When light transmits through the slit, part of it couples into surface plasmons and 
propagates along the interface between the metal and air. Some of the illumination light 
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directly travels through the slit and scatters into free space by diffraction. The grating can 
diffract the energies of surface plasmon waves out of the metal surface and convert them 
back to light. Thus the grooves in this beaming structure can be considered as an antenna 
array. 
 
Fig. 2.1 (a) Symmetric metal gratings on a silver thin film. w is the slit width, p is the 
grating period (center to center), h1 is the grating depth, h2 is the film thickness, d is the 
grating width and s is the separation distance between the first groove and the center of 
the slit. (b) The dashed arrows are re-radiated light, the solid arrows are directly passed 
light, and the shadow arrows are surface plasmon waves. 
There are three criteria to evaluate the on-axis beaming efficiency: 1) The far field 
light intensity at 0 degree should be high, which means most of light is diffracted normal 
to the surface; 2) The full width at half maximum (FWHM) angle of the far field 
distribution should be small so that the beamed light has a small divergence; 3) The 
intensity of the side peaks in the far field should be small. This means that the energy of 
 xiv
the diffracted light into other directions is small. According to the Fourier optics theory, 
in order to satisfy these conditions to obtain a well collimated beam, one of the most 
important factors is that all the grating grooves in the near field should be in phase. This 
condition can be satisfied by tuning the grating period p so that the grating wavevector 
(kG1) is approximately equal to the surface plasmon wavevector in the grating region (ksp-
g). Another important factor is that the near field intensity should be high. Therefore, if 
we can obtain the near field resonance by controlling the geometries of the beaming 
structure, we can greatly enhance the near field intensity and the beaming efficiency. 
We then use COMSOL to simulate light transmission through the slit-groove 
beaming structure shown in Fig. 2.1(a). A plane wave of TM-polarization with the 
wavelength λ=580nm is illuminated normally to the input surface. The permittivity of the 
silver is set to be εm=-15+0.386i [23]. The slit width is set to be 100nm in order to get good 
surface plasmon generation efficiency [24]. The grating depth is 90nm and the duty cycle 
is 50%. We first keep all the parameters the same and only change the grating period to 
search for the best beaming efficiency. We obtain the optimal beam with a sharp main 
peak and small side peaks in the far field at p=522nm. Therefore, we set p=522nm in all 
the simulation. Note that this value is a little bit smaller than the wavelength of surface 
plasmon at a flat metal surface. This is consistent with previous results [2, 13] and is due to 
the fact that the surface plasmon wavevector in the grating region (ksp-g) is different from 
that in a flat surface (ksp-f). In the simulation, we also limit the number of the grating 
period to be six and adopt a perfect matched layer (PML) boundary condition to eliminate 
unnecessary reflections. Since we are interested in the role of near field resonance in 
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plasmonic light beaming, we show the electric field intensity in both the near and far 
fields.  
We first analyze the Fabry-Perot like resonance associated with the nanoslit 
length (the film thickness) h2 and its impact on the beaming efficiency. We then show 
that the second order Bragg diffraction of the beaming grating can also lead to near field 
resonance at the output surface, which is associated with the grating separation distance d. 
The simulation results show that by varying the film thickness h2 and/or the separation 
distance d, we can significantly change the near field intensity, which will further have a 
great impact on the light beaming efficiency in the far field. 
2.3 Fabry-Perot like resonance in the nanoslit 
Although the Fabry-Perot like resonance associated with the nanoslit length has 
been studied in extraordinary optical transmission research [25], we present the results 
here as they are necessary for a full understanding of the role of the near field resonance 
in light beaming. 
Here, all the parameters are kept the same as mentioned before and we only 
change the film thickness from 200nm to 800nm. Figure 2.2 shows the simulation results 
at h2=440nm and 560nm. In Fig. 2.2, we find that the intensity of the near field is 
enhanced at h2=440nm compared with that at h2=560nm. In the far field, the main lobe 
intensity at h2=440nm is about 2.5 times larger than that at h2=560nm. In addition, the 
change of the film thickness does not change the shape of the far field. Figure 2.3 shows 
the main lobe intensity via the film thickness. The periodic oscillatory behavior manifests 
the Fabry-Perot like resonance in the nanoslit. The near field intensity at the outside of 
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the slit is enhanced when the constructive interference happens (corresponding to the 
peak positions in Fig. 2.3). Therefore, more electromagnetic energy will be diffracted out 
of the silver surface by the grating, which increases the intensity of the beamed light in 
the far field. 
 
 
Fig. 2.2 (a) The electric field intensity in the near field and the intensity of the far field at 
h2=440nm. (b) The electric field intensity in the near field and the intensity of the far 
field at h2=5





































Fig. 2.3 The main lobe intensity via the film thickness 
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2.4 Near field resonance caused by the second order Bragg diffraction 
In addition to the Fabry-Perot like resonance in the nanoslit region, the near field 
resonance induced by the second order Bragg diffraction is also of great importance in 







Fig. 2.4. (a) When ksp-g=kG1 is satisfied, the first order Bragg diffraction (m=1) 
diffracts the left-going surface plasmons out, normal to the metal surface. (b) The 
second order Bragg diffraction (m=2) reflects the left-going surface plasmons into 
the right-going surface plasmsons, which interferes with the original right-going 
surface plasmsons on the thin metal film. 
At the exit surface, when the first order diffraction wavevector kG1 is equal to the 
surface plasmon wavevector in the grating region ksp-g, surface plamons will be diffracted 
out normal to the surface due to the conservation of momentum, as shown in Fig. 2.4(a). 
Furthermore, due to the second order Bragg diffraction wavevector kG2, the left-going 
surface plasmons will be reflected, propagating toward the right, as shown in Fig. 2.4(b). 
Thus there exists the interference between the reflected left-going and original right-
going surface plasmons. Depending on the distance d between the first groove and the 
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center of the slit, these surface plasmon waves can be either in phase or out of phase. This 
leads to constructive or destructive interference at the metal surface. It should be pointed 
out that these plasmonic beaming structures are different from the devices reported in Ref. 
[26], where the first order Bragg diffraction is used to reflect surface plasmons and thus 
light beaming can not take place. The total phase difference, φ, between the two 
interfering surface plasmon waves can be written as a constant phase φ 0 plus the phase 
difference associated with their different path lengths along the metal surface: φ = 2ksp-
fd+ φ 0.The phase constant φ 0 is determined by the reflection phase and conversion 
phase between light and surface plasmons as the reflected surface plasmons travel across 
the slit. Constructive or destructive interference will happen when φ equals even or odd 
multiple π. 
According to our analysis above, we first simulate the light transmission through 
a single slit in a silver thin film with the grating only on the left side. In order to properly 
analyze our simulation results, we also defined a parameter, the Surface Enhancement Es, 
which is the electric field energy in the near field with the grating normalized by the one 
without the grating. We set a line 10nm away from the top surface of the grating as the 
near field. Note that the selection of the near field can be anywhere very close (less than 
tens of nanometers) to the surface and we will obtain the same results. 
                           (2.1)
 ).(/)(
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All the parameters are kept the same, and we set the film thickness to be 
h2=440nm where the constructive interference happens in the nanoslit region. Then we 
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change the separation distance d from 200nm to 1600nm with a step of 20nm. In the 
simulation, the change of the separation d dramatically changes the field intensity in the 
near field.  
 
Fig. 2.5 (a) The electric field intensity in the near field at the separation distance d= 
260nm. (b) The electric field intensity in the near field at the separation distance d= 
400nm. (c) The surface enhancement on the right side of the silver thin film as a 
function of the separation distance d. 
Figures 2.5(a) and 2.5(b) show the electric field intensity at separation d=260nm 
and 400nm. It is clear that at d=260nm we obtain a much stronger field intensity in the 
near field than that at d=400 nm at the right side of the metal film surface. We calculate 
the surface enhancement of the right side of the film with different separation distances, 
 xx
as shown in Fig. 2.5(c). In Fig. 2.5(c), we find that the surface enhancement of the right 
side of the thin film exhibits an oscillatory behavior as a function of the separation 
distance d. This result proves that due to the second order Bragg diffraction the near field 
intensity can be either enhanced or reduced depending on the slit-grating separation 
distance d. The initial amplitude fall-off is similar to the optical response of a slit-groove 
structure reported in Ref. [27] and is mainly due to the residue quasicylindrical waves. 
 
Fig. 2.6 (a) The electric field intensity in the near field and the intensity of the far 
field at d=260nm. (b) The electric field intensity in the near field and the intensity 
of the far field at d=400nm 
In order to understand the relation between the near field resonance and light 
beaming, we change the half grating to the symmetric gratings. All the parameters are the 
same except for the addition of another grating on the right side of the silver film. Figure 
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2.6 shows the simulation results. We show the electric field intensity in the near field and 
the intensity of the beamed light in the far field at d=260nm and 400nm. In the near field, 
similar trends have been observed as the half grating structure. The electric field intensity 
in the near field at d=260nm is much greater than that at d=400nm. In the far field, a 
sharp main peak is observed at 0 degree. This means that most of light propagates normal 
to the exit surface and efficient light beaming is obtained. While at d=400nm, the far field 
does not show a good beaming efficiency. By comparing Fig. 2.6(a) and 2.6(b), we find 
that the main lobe intensity of the far field at d=260nm is about 30 times larger than that 
at d=400nm. 
We also obtain the surface enhancement and the main lobe intensity via the 
separation distance, as shown in Fig. 2.7.  
 
Fig. 2.7 (a) Surface enhancement of symmetric beaming structures as d changes 
from 200nm to1600nm. (b) Main lobe intensity in the far field as d changes from 
200nm to 1600nm 
In Fig. 2.7, we can find that both the surface enhancement and the main lobe 
intensity exhibit an oscillatory behavior as a function of the separation distance d. Their 
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peak values and dip values appear at almost the same positions as in Fig. 2.5(c), which 
further confirms our previous analysis. In Fig. 2.7(b), we can find that the peak values of 
the main lobe intensity at d= 560nm and 1120nm are a little bit smaller than the peak 
values at d= 280nm, 840nm, and 1400nm. This is mainly due to the interference between 
the re-radiated and “directly passed” light in the far field, as shown in Fig. 2.1. Since the 
phase difference between the re-radiated and “directly passed” light depends on ksp-fd 
(not 2ksp-fd), we only obtain the maximum beaming efficiency at d= 280nm, 840nm, and 
1400nm. 
2.5 Conclusion 
In conclusion, we have studied light transmission through a single aperture on a 
metal thin film surrounded by periodic gratings. We investigate the influence of the 
Fabry-Perot like resonance in the nanoslit and the near field resonance caused by the 
second order Bragg diffraction in light beaming. The simulation results show that the 
intensity of the collimated light in the far field can be greatly influenced by the near field 
resonance, which is determined by the geometry of the beaming structure. Hence, greatly 









From the previous discussion, it is clear that near field resonance indeed has a 
great impact on the plasmonic beaming efficiency due to the inherent connection between 
the near field and far field. When the near field intensity is enhanced by resonance, more 
surface plasmons would be diffracted out by the grating. Thus the energy of the 
collimated light in the far field will be increased. In this chapter, we design a nanocavity 
above the nanoslit by integrating a silver nanostrip with a conventional beaming structure 
(Fig. 3.1). Simulation results show that by engineering the nanocavity resonance, we can 
further enhance the near field intensity and improve the beaming efficiency. 
3.2 Analysis of the beaming structure 
Figure 3.1 shows a typical plasmonic beaming structure in a thin silver film 
integrated with a silver nanostrip. When a silver nanostrip is placed on top of the slit at 
the exit side, a nanocavity can be obtained in the region between the nanostrip and the 
silver film. By varying the distance H and nanostrip length L, the near field intensity can 




Fig. 3.1 A composite plasmonic beaming structure integrated with a nanostrip. H is the 
distance between the nanostrip and the output surface of the silver thin film. Ws is the 
thickness of the nanostrip. L is the length of the nanostrip. 
3.3 Simulation results and discussions 
In order to verify our analysis above, we use COMSOL to simulate light 
transmission through the composite beaming structure in Fig. 3.1 and compare the results 
with the conventional beaming structure in Fig. 2.1(a). All the grating parameters are set 
to be the same as Fig. 2.6(a). In order not to block the re-radiated light from the first 
groove of the grating, the length of the nanostrip is set to be 520nm. The width of the 
nanostrip is 50nm and the distance H is 240nm. Figure 3.2 shows the simulation results. 
From the intensity of the electric field in the near field, it can be clearly found that we can 
further enhance the near field intensity by use of the composite beaming structure. In the 
far field, we find that the main lobe intensity in Fig. 3.2(b) is around 3 times bigger than 
that in Fig. 3.2(a). This means that more light is diffracted out normal to the output 
surface. Therefore, the nanocavity resonance can further improve the beaming efficiency. 
 xxv
 
Fig. 3.2 (a) The electric field intensity in the near field and the intensity of the far 
field in the conventional beaming structure. (b) The electric field intensity in the 
near field and the intensity of the far field in the composite beaming structure. 
In order to understand the impact of the cavity resonance induced by the 
nanocavity in light beaming, we plot out the main lobe intensity in the far field via the 
distance H and the nanostrip length L. In Fig. 3.3 (a), we find that the main lobe intensity 
initially falls off and then starts to increase as H increases. The main lobe intensity 
achieves its maximum value at H=240nm. However, when the distance H further 
increases to 260nm, the main lobe intensity becomes very small. In this situation, most of 
light is confined in the region between the nanostrip and the film and the near field 
intensity outside the nanocavity is very low. This actually corresponds to the exact on-
resonance condition of the nanocavity. There are not many surface plasmon waves 
 xxvi
propagating along the surface. Therefore, the main lobe intensity in the far field is very 
small and poor beaming is observed. When H goes beyond half of the wavelength of the 
illumination light, the influence of the cavity to the intensity of the near field becomes 
smaller, and the main lobe intensity in the far field keeps almost the same. Fig. 3.3 (b) 
shows the main lobe intensity in the far field via the length of the nanostrip. The 
oscillatory behavior of the main lobe intensity indicates that the cavity resonance plays an 
important role. Again, it shows that the cavity should be slightly off the exact resonance 
condition to obtain the optimal beaming efficiency. In addition, when L becomes larger 
than the separation distance d, some of the re-radiated light will be blocked by the 
nanostrip. Thus the main lobe intensity will be smaller and more side peaks can be 
observed in the far field.  
 
Fig. 3.3 (a) The main lobe intensity in the far field via the distance H between the 
nanostrip and the silver thin film. The nanostrip length is 520nm. (b) The main lobe 
intensity in the far field via the length of the nanostrip L. The distance between the 




In conclusion, light transmission through a composite beaming structure has been 
studied in this chapter. We obtain a nanocavity above the nanoslit by integrating a metal 
nanostrip with the conventional beaming structure. By varying the distance between the 
nanostrip and the thinfilm and/or the nanostrip length, the resonance of this nanocavity 
can change the near field intensity and improve the beaming efficiency. This composite 
beaming structure has potential applications as an active plasmonic emitter. By placing 
gain materials inside the nanocavity of the composite beaming structure, we can not only 
enhance the emission through the resonance enhancement but also collimate the emitted 










Light scattering from an isolated aperture has been studied for decades. It is well 
known that when light transmits through a single slit or a hole, the transmission is usually 
weak and light diffracts into all the directions [1]. The discovery of collimated light with a 
small angular divergence emitted from a single aperture surrounded by periodic 
corrugations in thin metal films has attracted a great amount of interest since this effect 
can be used to enhance light transmission at a certain angle and minimize the beam 
divergence beyond the fundamental diffraction limit [2]. Early theoretical studies have 
shown that plasmonic beaming effects are closely related to the diffraction of surface 
plasmons [3].  
It is believed that surface plasmons play an important role in the beaming effects 
in mid-infrared [13-15]. However, this contradicts with the fact that the surface plasmon 
generation efficiency through a subwavelength slit is very low in mid-infrared [24]. In this 
chapter, we numerically calculate the surface plasmon generation efficiency and 
investigate light beaming through a single subwavelength slit in a metal film surrounded 
by periodic gratings in the mid-infrared wavelength range using COMSOL Multiphyscis. 
Based on the calculation results, we show that the dominant contribution to light beaming 
in mid-infrared does not come from surface plasmon waves. Instead, the electromagnetic 
response of beaming structures in this wavelength range is governed by surface modes 
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which are often referred as “spoof” surface plasmons [28-31]. Through engineering the 
geometry of the grating structures, we are able to optimize the beaming efficiency. 
4.2 Analysis of the beaming structure 
As mentioned in chapter 2, when light transmits through a single slit in a metal 
film, only part of it couples into surface plasmons and propagates along the interface 
between the metal and air. Some of the illumination light directly travels through the slit 
and scatters into free space by diffraction. The conversion efficiency from light to surface 
plasmons depends on the wavelength and the slit width [24]. As surface plasmons 
propagate toward both left and right sides of the slit, the grating diffracts their energies 
out of the metal surface and converts them back to light.  Light beaming is mainly due to 
the interference between re-radiated light by the grating and “directly passed” light 
through the slit [32]. Thus, in order to obtain good beaming efficiency, the beaming 
structure should satisfy three conditions: 1) The re-radiated light at each groove of the 
grating has to be in phase. This is usually referred as the phase matching condition in 
light beaming, which requires the grating wavevector approximately equal to the surface 
plasmon wavevector. This condition can be satisfied by tuning the grating period p. 2) 
Light diffracted by the grating needs to be in phase with “directly passed” light through 
the slit so that the light intensity normal to the surface will be enhanced in the far field. 
This condition can be satisfied by tuning the slit-groove distance s. 3) The conversion 
efficiency from light to surface plasmons should be high. If “directly passed” light is 
dominant at the exit side, conventional diffraction takes place and no beaming effects can 
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be obtained. On the contrary, if most light through the slit is converted into surface 
plasmons, we only need to satisfy the first condition to obtain good beaming efficiency.  
From the discussion above, it is clear that how much light is coupled into surface 
plasmons will significantly impact the beaming efficiency. This is particularly important 
for mid-infrared waves since the conversion efficiency from light to surface plasmons in 
mid-infrared is different from visible wavelengths. Here we employ the theory of surface 
plasmon generation at nanoslit apertures developed by Lalanne et al. [24]. Figure 4.1 
shows the maximum surface plasmon generation efficiency of an isolated slit in a silver 
thin film at different wavelengths.  
































In the calculation, the slit width is changed to obtain the highest generation 
efficiency. The conversion is very efficient at visible wavelengths where silver has a 
relatively low conductivity. The conversion efficiency drops dramatically as the 
wavelength increases to longer wavelengths where silver gets closer to perfect electric 
conductor. In Fig. 4.1, we can find that the generation efficiency is less than 10% when 
the wavelength of the incident light is larger than 3µm. As a result, we would expect that 
it should be unlikely to obtain good plasmonic beaming effects in mid-infrared. However, 
both numerical simulation and experiment results revealed that well-collimated light can 
be obtained through plasmonic beaming structures even at the wavelength of 9.9µm [13-15]. 
In order to solve this contradiction, we start with the dispersion relation of surface 
plasmons, which can be expressed as )/(0 dmdmsp kk εεεε +=  (Eq. 1.1). ksp is the 
wavevector of surface plasmons, k0 is the wavevector of light in free space, and εd and εm 
are the dielectric constants of air and silver. In mid-infrared, the absolute value of the real 
part of silver dielectric constant becomes very large, so that the surface plasmon 
wavevector gets very close to free space wavevector. Thus surface plasmon waves are 
similar to plane waves and metal surfaces cannot effectively guide light in mid-infrared. 
Instead, the interface between periodic metallic structures and air can support 
electromagnetic surface waves through spoof surface plasmons in this wavelength range 
[25-28]. Meanwhile, metallic periodic structures can diffract surface waves out of the metal 
surface to generate beaming effects if the phase matching condition is satisfied. Thus we 
believe that spoof surface plasmons actually account for plasmonic beaming effects in the 
mid-infrared wavelength range. The metal grating plays two important roles: 1) supports 
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spoof surface plasmon waves at the interface between the grating and air; 2) diffracts out 
surface waves for collimation when the phase matching condition is satisfied.  
To the first order approximation, the dispersion relation of spoof surface plasmons 





dkkssp                                               (4.1) 
Where kssp is the spoof surface plasmon wavevector and d, p, and h are the grating 
geometrical parameters.  The groove width d usually needs to be much smaller than the 
wavelength to satisfy the approximation. We can find that, unlike regular surface 
plasmons, the wavevector of spoof surface plasmons greatly depends on the grating 
geometrical parameters. Hence, if spoof surface plasmons play the dominant role, 
beaming properties will be significantly impacted by the change of the grating 
geometrical parameters, such as the grating depth h. Furthermore, for different grating 
depths (which correspond to different spoof surface plasmon wavevectors), we need to 
change the grating periods to satisfy the phase matching condition to obtain the optimum 
light beaming efficiency. Instead, beaming properties should be relatively insensitive to 
the change of the grating depth if regular surface plasmons play the main role. 
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2.3 Simulation results and discussions 
In order to verify our analysis, we first simulate the light transmission from a 
single slit surrounded by periodic gratings on a silver thin film (Fig. 2.1) in both visible 
and mid-infrared. In visible, the wavelength of the illumination light is 580nm. The silver 
film thickness is 500nm and the slit width is 130nm. The grating period is 522nm with a 
50% duty cycle. In mid-infrared, the wavelength of the illumination light is 9.9µm. Thus 
the geometrical parameters of the beaming structure are scaled by a factor of 17 
(9.9µm/580nm) except the groove width. In order to satisfy Eq. (4.1), the grating groove 
width is set to be 1.1µm. In the simulation, we also limit the number of the grating period 
to be six and adopt a perfect matched layer (PML) boundary condition to eliminate 
unnecessary reflections. 
At the wavelength of 580nm, we compare the beaming performance with two 
different grating depths (50nm and 82nm). Accordingly, we set the grating depth to be 
0.85µm and 1.4µm at 9.9µm in order to maintain the same comparison scale. Figure 4.2(a) 
and (b) show the z component of the magnetic field (Hz) and the far field intensity 
distribution at 580nm. The overall field distributions are similar for two different grating 
depths. For both beaming structures, we obtain a sharp central peak in the far field and 
the full width at half maximum (FWHM) angles are also very close. Figure 4.3(a) and (b) 
show the z component of the magnetic field (Hz) and the far field intensity distribution at 
9.9µm. It can be clearly found that the near field distributions dramatically changes as the 
grating depth changes from 0.85µm to 1.4µm. When the grating depth is 1.4µm, the 
beaming efficiency is much better. In the far field, a sharp peak located at 0 degree is 
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obtained, which means most of the light propagates normal to the output surface. 
However, when the grating depth is 0.85µm, the intensity of the main peak in the far field 
is much lower and the intensity distribution is broader.  
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Fig. 4.2 (a) the z component of the magnetic field and the intensity of the far field 
at 580nm wavelength with an 82nm grating depth. (b) the z component of the 
magnetic field and the intensity of the far field at 580nm wavelength with a 50nm 
grating depth. 
In addition, we show the FWHM angle via the grating depth in Figure 4.4. We 
can find that the FWHM angle of the central lobe changes a lot in mid-infrared. While at 
the visible wavelength, the FWHM angle does not vary much with the grating depth 
change. This indicates that light beaming efficiency is more sensitive to the grating depth 
in mid-infrared than at visible wavelengths. 
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9.9um with a 1.4um grating depth. (b) the z component of the magnetic field and the 
intensity of the far field at 9.9um with a 0.85um grating depth. 
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Fig. 4.4The FWHM Angle via the grating depth. The red line is the FWHM Angle 
via the grating depth at 9.9µm. The black line is the FWHM Angle via the grating 
depth at 580nm. 
The reason that the beaming efficiency is more sensitive to the grating depth in 
mid-infrared is that the grating depth change results in the change of the spoof surface 
plasmon wavevector according to Eq. 4.1. In order to obtain the optimum beaming 
efficiency, we need to change the grating period p to satisfy the phase matching condition 
kssp≈kg=2π/p. Thus for a particular grating depth in this plasmonic beaming structure, we 
can find an optimal solution of the grating period to provide the highest beaming 
efficiency. If we use the dispersion relation of spoof surface plasmons in Eq. 4.1, this is 










                                             (4.2) 
The solution of Eq. 2.2 is shown as the black line in Fig. 2.6. We then use 
COMSOL to numerically search for the grating period that provides the best beaming 
efficiency at different grating depths. The grating period is manually varied at a step of 
10nm in the search.  




























Fig. 4.5 The grating period that provides the optimal beaming efficiency via the 
grating depth at 9.9um. 
The red line in Fig. 4.5 shows the simulation result from COMSOL. The 
numerical result agrees well with the analytical solution from Eq. 4.2. This further proves 
that spoof surface plasmons play a dominant role in mid-infrared plasmonic beaming. In 
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general, as the grating depth increases, the grating period needs to become smaller to 
obtain good beaming effects. We also find that the simulation result is slightly smaller 
than the analytic solution. This is mainly due to the fact that the metal at mid-infrared is 
not perfect electric conductor as we assume. 
4.4. Conclusion 
In conclusion, we have studied light beaming through a single aperture on a metal 
thin film surrounded by periodic gratings. We compare the beam performance of this 
structure at both visible and mid-infrared wavelengths. The simulation results show that 
plasmonic beaming effects at mid-infrared are dominated by spoof surface plasmons and 
can be significantly influenced by the geometry of the surface structure. We need to take 
account of both the dispersion relation of spoof surface plasmons and the phase-matching 
condition to obtain good beaming efficiency. The understanding of the principle effect of 
light beaming in the long-wavelength range is of great importance for designing highly 





CONCLUSIONS AND FUTURE WORK 
 
 
This thesis mainly focuses on the influence of the resonance in light beaming in 
visible wavelength and the physics of the light beaming in mid-infrared wavelength. 
In chapter two, we have investigated the enhancement of plasmonic light beaming 
efficiency by near field resonance in a subwavelength metallic slit-groove beaming 
structure. We show that by varying the film thickness and the separation distance of the 
beaming grating, the intensity of the near field can be greatly enhanced by resonance, 
which leads to the increase of the beaming efficiency. 
In order to further improve the beaming efficiency, a nanocavity is introduced by 
placing a metal nanostrip on top of the conventional beaming structure. The resonance of 
the nanocavity is determined by the geometry parameters of the nanocavity, which can 
further impact the near field intensity and the beaming efficiency. Chapter Three mainly 
demonstrates this work. 
In chapter four, the physics of light beaming in mid-infrared wavelength range 
has been studied. It has been shown that the dominant contribution of light beaming in 
mid-infrared does not come from the surface plamons. Instead, the surface wave modes 
referred as spoof surface plamons plays the most important role in light beaming in mid-
infrared. By manipulating the geometry of the grating structures, we are able to improve 





For the composite beaming structure, further studies can be done on the impact of 
the width of the nanostrip as well as the integration of gain materials in the nanocavity 
region. Fabrication of those beaming structures in the simulation will be done in the 




I) DERIVATION OF THE DISPERSION RELATION OF SPS 
 
 
Figure A.1 shows the layer system used in the derivation.  
 
Fig. A.1 Scheme of the interface between two media 1 and 2 on which the surface 
plasmons propagates.  
It has an interface between the metal and the dielectric, on which a TM-polarized wave 
propagates in the x direction. There is no y dependence in this situation. The fields in 
media 1 and media 2 can be shown as follows [4]: 
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These fields have to fulfill Maxwell’s equation: 
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0i iEε∇ ⋅ =                                                                                                                      (A.5) 
0iH∇ ⋅ =                                                                                                                        (A.6) 
Together with the boundary conditions: 
1x xE E=                                                                                                                         (A.7) 
1yH H= 2y
z
                                                                                                                      (A.8) 
1 1 2 2zE Eε ε=                                                                                                                  (A.9) 
From Eq. (A.7, 8), we can get: 
1 2x xk k k= = x                                                                                                               (A.10) 
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Together with (A.7, 8) yield 
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Further we can get from (A.3, 4, 11): 
2 2
x zi ik k c
ωε+ =                                                                                                           (A.14) 
From (A.13) together with (A.14), we can get the dispersion relation of surface plasmons 
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